FLOOR PLAN

HIGH LEVEL DISINFECTION (HLD) ROOM
STANDARD "U" MODEL

HLD.01
KEYNOTE LEGEND
A. CART (MEDIVATOR CLEANASCOPE SHOWN)
B. AUTOMATED REPROCESSOR (MEDIVATOR DSS-200TL DUAL SHOWN)
C. STANDING COMPUTER STATION
D. MANUAL SOAK (COUNTERTOP)
E. COMPRESSOR (BELOW COUNTER)
F. CART (MEDIVATOR CLEANASCOPE SHOWN)
G. REMOVABLE PANEL
H. UPPER CABINETS FOR PPE STORAGE
I. ADDITIONAL PPE STORAGE (OPTIONAL)
J. FILTERED WATER SYSTEM
K. EQUIPMENT COMPRESSED AIR OUTLET
L. HAND SINK
M. EYEWASH STATION
N. RT OUTLET
O. ELECTRICAL POWER OUTLET

DESIGN CRITERIA
1. CLEAN AND SOIL WORK AREAS REQUIRE 30' WORK SPACES IN FRONT OF THE COUNTER, THESE MAY OVERLAP WITH OTHER WORK AREAS.
2. ADDRESSES CLEAN STORAGE IS OUTSIDE OF HLD ROOM.
3. INTEGRATE A FLOOR DRAIN IN EACH ROOM, AND SLOPE THE FLOOR TO THE DRAIN AT A MINIMUM OF 1/8' PER FOOT.

LIGHTING CRITERIA
1. PROVIDE GENERAL LIGHTING THROUGHOUT THE ROOM AND SPECIFIC TASK LIGHTING AS OUTLINED BELOW:
   - GENERAL ROOM LIGHTING: LEVELS 36 to 47 ft-c
   - TASK & INSPECTION AREAS LIGHTING LEVELS: 70 ft-c to 47 ft-c

Cleveland Clinic
HIGH LEVEL DISINFECTION (HLD) ROOM
STANDARD LINEAR MODEL
HLD.03
REAR ELEVATION (COMPUTER & REPROCESSOR)

SOIL END ELEVATION

3-BOWL ELEVATION

CLEAN END ELEVATION

ELEVATIONS

1/4" = 1'-0"

Cleveland Clinic

HIGH LEVEL DISINFECTION (HLD) ROOM
STANDARD LINEAR MODEL

HLD ROOM TEMPLATE, FINAL ISSUE: 5/11/2017 - Copyright © 2017 Cleveland Clinic; All Rights Reserved